
ES-DU- TEC  mit aktivem   Energiemanager TEC
> 
> 
> 

-
> manage braking energy
> reduction of peak load
> manage voltage dips

One system
-

several advantages

DUC UPS

emergency storage for braking energy

flexible storage for braking energy

UPS buffer
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Supply inverter intermediate
DC link

inverter Motor
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Active intermediate circuit buffer with ultracapacitors



 / performance list

DU-TEC 90-10 FM

0...90 V
28 kJ
50 A

DU -TEC 90-20 FM

0...90 V
55 kJ
76 A

     KW

     ES-DU-DUC 06-15 6 15

     ES-DU-DUC 12-07 12 07

     ES-DU-DUC 12-15 12 15

     ES-DU-DUC 18-15 18 15

     ES-DU-DUC 18-20 18 20

     ES-DU-DUC 36-05 36 05

     ES-DU-DUC 36-10 36 10

     ES-DU-DUC 36-15 36 15

     ES-DU-DUC 54-05 54 05

     ES-DU-DUC 54-06 54 06

     ES-DU-DUC 54-08 54 08

Ultracapacitor buffer module

voltage
energy
current

0...90 V
28 kJ
50 A

DU -TEC 90-20 FM

0...90 V
55 kJ
76 A

DU -TEC 90-10 FM

voltage
energy
current

ES-DU TEC  -  

ES-DU
  

Main components

ES-DUTEC - Active Energy Manager 

The active energy manager ( ES-DU )  
is an intelligent DC-actuator to support the
intermediate circuit of frequency drives.
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