
11-24SN / 24HN

•  24 mm
•  1024 ppr
•  IP64

•  
•  RS422  HTL 
• 

•  DIN EN60 529   IP 64
• 

  DIN EN60 529

,  EN 60068-2-29
,  EN 60068-2-27
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100 m/s²  (10 Hz ... 2000 Hz)
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a  
1 =  Ø 24mm 

b (Ø x L)
1 =  Ø  4 x 10 mm
2 =  Ø  6 x 10 mm

c /
1 = RS422 / 5 VDC 
3 = / 10 ... 30 VDC 
5 = / 10 ... 30 VDC  

e

d
1 =   2 
2 =   2 
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11-24SN-X X X X -  X X X X

a  
1 =  Ø 24mm

b ( 14mm)
1 =  Ø  4 mm 
3 =  Ø  6 mm
4 =  Ø  8 mm

c /
1 = RS422 / 5 VDC 
3 = / 10 ... 30 VDC 
5 = / 10 ... 30 VDC  

e

d
1 =   2 
2 =   2 
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11-24HN-X X X X -  X X X X

 Ø 15mm  Ø 6mm T1-1000-2215-0606

ø 24 mm 

Ø 24 mm 
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11-24SN / 24HN

®

4,9,10,15 ... 100,125,128 ... 200, 250 ... 
300,360,400,500 ... 600,720 ... 1000,1024

4,9,10,15 ... 100,125,128 ... 200, 250 ... 
300,360,400,500 ... 600,720 ... 1000,1024
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