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• 3cm/s 300cm/s
• –20°C +110°C
• 40bar， IP65 / IP67
• -40°C + 85°C
•
•  - 
• LED

24Vdc 2x PNP / 1x 4 ... 20mA; 
20 ... 253Vac / dc 1x / M12

• VDMA 

• LED
•

TAG

EN10204 3.1
3cm/s 300cm/s；

–20°C +110°C 40bar，
V4A

ISO 228-1
ANSI NPT M18x1.5
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F1-FS4SK

F1- FS4SK 

 3 – ISO 228-1 – G¼” , DIN EN ISO 1179-2 E 0 – ISO 228-1 – G½” , DIN EN ISO 1179-2 E

M12 - A
BN = WH = BU = BK =

M12 - A
BN = WH = BU = BK =

M12 - A
BN = WH = BU = BK = GY =

M12 - A
BN = WH = BU = BK =

4 2x PNP 4 1x PNP / 1x 4...20mA

5 2x PNP / 1x 4...20mA 4 1x PNP / 1x 4...20mA  / Desina conformal
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F1-FS4SK

a
FS4S = 

b
K = 

c

S = 

d
0 =  ISO 228-1 – G½“B , 
       DIN EN ISO 1179-2 E
3 =  ISO 228-1 – G¼“B , 
       DIN EN ISO 1179-2 E
Y =  

e
V =  CrNi-steel

a b c d e f g h i j k
F1-FS4SK X X X X X X X X X X

f
C =  CrNi-steel

g L1（
 0 – G½“ / 
 3 – G¼“

0 =  30mm/28mm
1 =  49mm/47mm
2 =  79mm/77mm
3 = 119mm/117mm

i
A =  2x PNP 24VDC
B =  1x PNP 1x 4 ... 20mA 24VDC
C =  2x PNP 1x 4 ... 20mA 24VDC
D =  1x PNP 1x 4 ... 20mA Desina 24VDC
W =  1x 20 ... 253VAC / DC

j

l

k

1 =  FPM-fluorelastomere
3 =  

h

S =  

0 =  –20°C…+110°C

S =  M12
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