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3-key operation

with tactile 
feedback

 
4...20mA
2x PNP

display and 
housing

rotatable

PNP

DC

 liquids

3

 hygenic
design

•
• 3cm/s 300cm/s
•  –20°C  +85°C
• 50bar IP65 / IP67
•
• -40°C + 85°C
•
•
• LED

2 PNP / 1 4 ... 20mA / M12
•
• LED
•
• VDMA

•
•
•
•
•

3cm/s 300cm/s，
–20°C +85°C 16bar，

V4A

EHEDG-/3A-/FDA-conformal, 
Varivent® DIN 11851

Tri-Clamp® / Clamp DIN 32676 
/ Clamp ISO 2852 DIN 11864-1-A

DRD, APV-Inline，BioControl®，
SMS DIN
ISO

TAG

EN10204 3.1

®
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F1-FS4LK

M12 - A
BN = WH = BU = BK =

M12 - A
BN = WH = BU = BK =

M12 - A
BN = WH = BU = BK = GY =

M12 - A
BN = WH = BU = BK =

4 2x PNP 4 1x PNP / 1x 4...20mA

5 2x PNP / 1x 4...20mA 4 1x PNP / 1x 4...20mA  / Desina conformal

F1- FS4LK 

2  -  ISO 228-1 - G½“  
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a
FS4L = 

b
K = 

c

S = 

d
2 =  ISO 228-1 - G½“B ，
        

SEM-22 / SEM-42
Y =  

e
V =  CrNi-steel

a b c d e f g h i j k
F1-FS4LK X X X X X X X X X

f
C =  CrNi-steel

g L1
0 =  30mm
1 =  50mm
2 =  80mm

i

A =  2x PNP 24VDC
B =  1x PNP 1x 4 ... 20mA 24VDC
C =  2x PNP 1x 4 ... 20mA 24VDC
D =  1x PNP 1x 4 ... 20mA Desina 24VDC
W =  1x 20 ... 253VAC / DC

j

k

h

S =  

0 =  –20°C…+110°C

S =  M12

F1-FS4LK
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